« Subject HASTELLOY B-2 { UNS : N10665 )

Alloys Name HASTELLOY B-2
UMS Mumber I 10665 Density(g/o#) | 9,22
Chemical Composition(3) | carhaon 0.02 max

Chromium 1 max
Cobalt 1 max
Iron 2 max
Manganese 1 max
Molybdenum 27 -29
Mickel Balance
FPhosphorus 0.04 max
Silicon 0.1 max
Sulphur 0.03 max

Mechanical Property{Normal Temperature}

Condition Tensile Strength 100psi | Yield Strength 100psikpa) Hardness Brinell
(Mpa) tRockwell)
&nnealed 132 6(914) 57, 50396 2R B -5

Specification

Mimofer 6928(tm)
Mickelvac HB-2{fm)
HASTELLOY (ry B-2 allow{ tm)

A5TM B333
A5THM B335
ASTM B3GE
A5THM BEE4
AS5TM BE1S
A5THM BGZ22
ASTM BEZE
OIM 24615
DIM 24617
GE BEOTZ28
UMS M10665

Description/Applications

= Mi-28Mo alloy with superior resistance to hydrochloric acid, alurninumm
chloride castalysts and other strongly reducing chemicals,

Exellent high-ternperature strength in inert atmospheres or wacuum,

= |Jsed in reducing environmentsinever oxidizing) or vacuum,

= Uzed in chemical processing application, and other hydrehloric acid
environmments,




